Set-On Privacy Screen

**POLYCARBONATE**
24”, 30”H

**DIMENSIONS**
- Polycarbonate thickness - 1/4”
- Foot dimensions - 3”W x 5”D

**MATERIALS**
- Semi-opaque fluted polycarbonate screen
- Metal mounting bracket

**FEATURES & OPTIONS**
- Quickship models feature Platinum Metallic brackets
- Clear rubber bumpers on bottom of brackets
- Clear U-channel edge molding attached on all sides of screen

**RESIN**
18”, 24”, 30”H

**DIMENSIONS**
- Resin thickness - 3/16”
- Foot dimensions - 3”W x 5”D

**MATERIALS**
- Clear or Frosted resin
- Metal mounting bracket

**FEATURES & OPTIONS**
- Resin available in Clear or Frosted with radiused corners
- Clear rubber bumpers on bottom of brackets
**EDGE-MOUNT PRIVACY SCREEN**

POLYCARBONATE - 24", 30", 40"H

**DIMENSIONS**
- Polycarbonate thickness - 1/4"
- Above worksurface height - 18", 24", 34"
- Extends 4" below worksurface

**MATERIALS**
- Semi-opaque fluted polycarbonate screen
- Metal mounting bracket

**FEATURES & OPTIONS**
- Quickship models feature Platinum Metallic brackets
- Clear U-channel edge molding attached on all sides of screen
- Fits on 13/16" and 1 9/16" worksurface thicknesses

**EDGE-MOUNT PRIVACY/MODESTY SCREEN**

POLYCARBONATE - 32", 38", 44"H

**DIMENSIONS**
- Polycarbonate thickness - 1/4"
- Above worksurface height - 18", 24", 30"
- Extends 12" below worksurface

**MATERIALS**
- Semi-opaque fluted polycarbonate screen
- Metal mounting bracket

**FEATURES & OPTIONS**
- Quickship models feature Platinum Metallic brackets
- Clear U-channel edge molding attached on all sides of screen
- Fits on 13/16" and 1 9/16" worksurface thicknesses

**EDGE-MOUNT PRIVACY SCREEN**

RESIN - 24", 30", 40"H

**DIMENSIONS**
- Resin thickness - 3/16"
- Above worksurface height - 18", 24", 34"
- Extends 4" below worksurface

**MATERIALS**
- Clear or Frosted resin
- Metal mounting bracket

**FEATURES & OPTIONS**
- Resin available in Clear or Frosted with radiused corners
- Fits on 13/16" and 1 9/16" worksurface thicknesses

**EDGE-MOUNT PRIVACY/MODESTY SCREEN**

RESIN - 32", 38", 44"H

**DIMENSIONS**
- Resin thickness - 3/16"
- Above worksurface height - 18", 24", 30"
- Extends 12" below worksurface

**MATERIALS**
- Clear or Frosted resin
- Metal mounting bracket

**FEATURES & OPTIONS**
- Resin available in Clear or Frosted with radiused corners
- Fits on 13/16" and 1 9/16" worksurface thicknesses
Clamp-Mount Privacy Screen

**TFL**
27”H

**DIMENSIONS**
- TFL thickness - 7/16”
- Above surface height - 24”

**MATERIALS**
- TFL panel
- Metal clamp

**FEATURES & OPTIONS**
- Quickship models feature Designer White TFL with matching 1mm and Platinum Metallic clamps
- Sized down to avoid pinch points on height adjust surfaces, as well as when both front and side screens are specified
- Fits on 3/4” and 1 3/16” worksurface thicknesses
- Wood grain TFL runs horizontally
- Edges in matching 1mm and edge band

**RESIN**
27”H

**DIMENSIONS**
- Resin thickness - 1/4”
- Above surface height - 24”

**MATERIALS**
- Clear or Frosted resin
- Painted metal clamp bracket

**FEATURES & OPTIONS**
- Sized down to avoid pinch points on height adjust surfaces, as well as when both front and side screens are specified
- Resin available in Clear or Frosted
- Fits on 3/4” and 1 3/16” worksurface thicknesses
NARRATE-MOUNT PRIVACY SCREEN
GLASS - 18”H

DIMENSIONS
• Glass thickness - 1/4”

MATERIALS
• Tempered glass
• Painted metal brackets

FEATURES & OPTIONS
• Clear glass with polished edges
• Specify connection to Support Traxx (ST) or Trim Traxx (TT); metal bracket quantity determined by glass width

XSITE-MOUNT PRIVACY SCREEN
GLASS - 18”H

DIMENSIONS
• Glass thickness - 1/4”

MATERIALS
• Tempered glass
• Painted metal brackets

FEATURES & OPTIONS
• Clear glass with polished edges
• For use with Flat profile top cap
• Connects to Xsite Traxx; metal bracket quantity determined by glass width

NARRATE-MOUNT PRIVACY SCREEN
RESIN - 18”H

DIMENSIONS
• Resin thickness - 1/4”

MATERIALS
• Clear or Frosted resin
• Painted metal brackets

FEATURES & OPTIONS
• Resin available in Clear or Frosted
• Specify connection to Support Traxx (ST) or Trim Traxx (TT); metal bracket quantity determined by resin width

XSITE-MOUNT PRIVACY SCREEN
RESIN - 18”H

DIMENSIONS
• Resin Thickness - 1/4”

MATERIALS
• Clear or Frosted resin
• Painted metal brackets

FEATURES & OPTIONS
• Resin available in Clear or Frosted
• For use with Flat top cap
• Connects to Xsite Traxx; metal bracket quantity determined by resin width
Floor Screen

**GLASS**
60”, 72”H

**DIMENSIONS**
- Frame thickness - 1 1/2” x 1 1/2”
- 60”H frame has 18”D x 4”W feet
- 72”H frame has 19 1/2”D x 6”W feet

**MATERIALS**
- Aluminum painted frame
- Tempered glass

**FEATURES & OPTIONS**
- Clear glass
- Aluminum frame with flat metal feet
- Clear rubber bumpers on feet

**POLYCARBONATE**
60”, 72”H

**DIMENSIONS**
- Frame thickness - 1 1/2” x 1 1/2”
- 60”H frame has 18”D x 4”W feet
- 72”H frame has 19 1/2”D x 6”W feet

**MATERIALS**
- Aluminum painted frame
- Semi-opaque fluted polycarbonate

**FEATURES & OPTIONS**
- Semi-opaque fluted polycarbonate
- Aluminum frame with flat metal feet
- Clear rubber bumpers on feet
Full Edge-Mount Privacy Screen

GLASS
25”H

DIMENSIONS
- Glass thickness - 1/4”
- Above surface height - 24”

MATERIALS
- Tempered glass
- Painted metal bracket

FEATURES & OPTIONS
- Clear glass
- Sized down to avoid pinch points on height adjust surfaces, as well as when both front and side screens are specified
- Fits on 1 3/16” and 1 9/16” worksurface thicknesses

RESIN
25”H

DIMENSIONS
- Resin thickness - 1/4”
- Above surface height - 24”

MATERIALS
- Clear or Frosted resin
- Metal bracket

FEATURES & OPTIONS
- Resin available in Clear or Frosted
- Sized down to avoid pinch points on height adjust surfaces, as well as when both front and side screens are specified
- Fits on 1 3/16” and 1 9/16” worksurface thicknesses